
PRODUCT SPECIFICATION

TLX LED STRIPS
7 WATT | LED STRIP | 2800K | 24V
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50.02.3000  7W | LED STRIP | 2800K | 3200 x 10mm

50.02.3002  7W | LED STRIP | 2800K | 3800 x 10mm

50.02.3004  7W | LED STRIP | 2800K | 4200 x 10mm

50.02.3006  7W | LED STRIP |  2800K | 4800 x 10mm

50.02.3008 7W | LED STRIP | 2800K |  5200 x 10mm

50.02.3010 7W | LED STRIP | 2800K | 6200 x 10mm

50.02.3012 7W | LED STRIP | 2800K | 7200 x 10mm

50.02.2000 7W | LED STRIP | 2800K | 5000 x 10mm

IP value  : IP65

LED type  : SMD2835

LED quantity  : 120 LEDs/m

Width   : 11 mm

Cutting length  : 50 mm

CRI   : > 80 RA

Tape   : 4229 3M

Included  : IP65 plug

ARTICLE NUMBERS

SPECIFICATIONS

PRODUCT FEATURES

• Using SMD 2835 to replace SMD 3528, higher efficiency; lower height, more easier to do the waterproof.

• Using 10mm width 3oz PCB to reduce the voltage dropping and make the strips running longer.

• Compatible with most of the dimmer in the markets.

• CE listed
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PICTURE

FFeeaattuurreess((特特征征))
* Using SMD 2835 to replace SMD 3528, higher efficiency; lower height, more easier
to do the waterproof.
使用2835灯珠去代理3528, 更高的光效; 灯珠高度更低, 处理防水更加容易.

* Using 10mm width 3oz PCB to reduce the voltage dropping and make the strips
running longer.
使用10mm宽 3oz板子, 减少压降,  使得灯带安装长度更长.

* Compatible with most of the dimmer in the markets
兼容市面上的大部分调光控制器

* CE listed/CE认证.

PPiiccttuurree((图图片片))

DDiimmeennssiioonnss((尺尺寸寸))

Dimensions in one cut.

SSppeecciiffiiccaattiioonnss((参参数数))

Item NO.
HH-SX120F010W24-2835

产品型号

Light Source
SMD 2835

使用光源

LED Qty/M
120 LED

LED灯数/米

Input Voltage
24VDC

输入电压

PCB
10mm width, 3oz

板子

Current
400mA/M

电流
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SPECIFICATIONS

Light Source SMD 2835

LED Qty/M 120 LED

LED 120 LED

Input Voltage 24VDC

PCB 10mm width, 3oz

Current 400mA/M

Power 7W/M

CRI

Lumen/LED

CCT

Brightness

Efficiency

Length 5,000 mm

Size Width: 10mm, Height: 0.9mm

Cutting Length 50mm

Lifespan 50,000 H

Working Temperature -20°C - 50°C

Storage Temperature -20°C - 65°C

Warranty 3

CRI 80+ CRI 90+

22-24Lm/LED 22-24Lm/LED

3000K 4000K-6000K

630Lm 640Lm

91Lm/W 92Lm/W

3000K 4000K-6000K

630Lm 640Lm

91Lm/W 92Lm/W

• The above measurements of watts, brightness and efficiency allowance tolerance ±10%.

• The above measurements are based on IP20.
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WATERPROOF WAYS

Available waterproof ways:

Waterproof Ways IP Rating Details

IP54 PU or Silicone glue on the surface of the led strips.

IP65 Heat Shrink tube or Silicone tube for led strips.

IP67 Hollow integrated silicone glue.

IP68 Solid Integrated Silicone glue, or silicone glue with silicone tube.

INSTALLATION WAYS

WWaatteerrpprrooooff  WWaayyss((防防水水方方式式))
Available waterproof ways:

Waterproof Ways IP Rating Details
防水方式 防水等级 细节说明

IP54
PU or Silicone glue on the surface of the led strips.

表面滴PU或者硅胶

IP65
Heat Shrink tube or Silicone tube for led strips.

热缩套管或者硅胶套管防水

IP67
Hollow integrated silicone glue.

挤出型硅胶防水, 中空

IP68

Solid Integrated Silicone glue, or silicone glue 
with silicone tube

挤出型一体化硅胶防水, 实心；或者灌胶(硅胶套管里加
硅胶)

IInnssttaallllaattiioonn  WWaayyss((安安装装方方式式))

* The max running length is 10 meters, better with heat sink to help heat dissipation.
最大安装长度10米, 最好有二次散热.

* Usually most of the power supply has a efficiency between 80%-95%, so when 
choosiing the power supply, the total watts of the strips should be smaller than 80% 
of the rate power of the LED Strip Lights.
通常大部分电源的输出效率大概在80%-95%, 所以当选择电源时，应注意灯带的输出功率
必须小于电源额定功率的80%.

* Compatible with most of the dimmer in the markets
兼容市面上的大部分调光控制器

AApppplliiccaattiioonnss((应应用用))
* Used in linear lights as lighting source; used for indoor decorations.
作为线条灯条光源，用作室内室外的装饰.

WWaatteerrpprrooooff  WWaayyss((防防水水方方式式))
Available waterproof ways:

Waterproof Ways IP Rating Details
防水方式 防水等级 细节说明

IP54
PU or Silicone glue on the surface of the led strips.

表面滴PU或者硅胶

IP65
Heat Shrink tube or Silicone tube for led strips.

热缩套管或者硅胶套管防水

IP67
Hollow integrated silicone glue.

挤出型硅胶防水, 中空

IP68

Solid Integrated Silicone glue, or silicone glue 
with silicone tube

挤出型一体化硅胶防水, 实心；或者灌胶(硅胶套管里加
硅胶)

IInnssttaallllaattiioonn  WWaayyss((安安装装方方式式))

* The max running length is 10 meters, better with heat sink to help heat dissipation.
最大安装长度10米, 最好有二次散热.

* Usually most of the power supply has a efficiency between 80%-95%, so when 
choosiing the power supply, the total watts of the strips should be smaller than 80% 
of the rate power of the LED Strip Lights.
通常大部分电源的输出效率大概在80%-95%, 所以当选择电源时，应注意灯带的输出功率
必须小于电源额定功率的80%.

* Compatible with most of the dimmer in the markets
兼容市面上的大部分调光控制器

AApppplliiccaattiioonnss((应应用用))
* Used in linear lights as lighting source; used for indoor decorations.
作为线条灯条光源，用作室内室外的装饰.

WWaatteerrpprrooooff  WWaayyss((防防水水方方式式))
Available waterproof ways:

Waterproof Ways IP Rating Details
防水方式 防水等级 细节说明

IP54
PU or Silicone glue on the surface of the led strips.

表面滴PU或者硅胶

IP65
Heat Shrink tube or Silicone tube for led strips.

热缩套管或者硅胶套管防水

IP67
Hollow integrated silicone glue.

挤出型硅胶防水, 中空

IP68

Solid Integrated Silicone glue, or silicone glue 
with silicone tube

挤出型一体化硅胶防水, 实心；或者灌胶(硅胶套管里加
硅胶)

IInnssttaallllaattiioonn  WWaayyss((安安装装方方式式))

* The max running length is 10 meters, better with heat sink to help heat dissipation.
最大安装长度10米, 最好有二次散热.

* Usually most of the power supply has a efficiency between 80%-95%, so when 
choosiing the power supply, the total watts of the strips should be smaller than 80% 
of the rate power of the LED Strip Lights.
通常大部分电源的输出效率大概在80%-95%, 所以当选择电源时，应注意灯带的输出功率
必须小于电源额定功率的80%.

* Compatible with most of the dimmer in the markets
兼容市面上的大部分调光控制器

AApppplliiccaattiioonnss((应应用用))
* Used in linear lights as lighting source; used for indoor decorations.
作为线条灯条光源，用作室内室外的装饰.

WWaatteerrpprrooooff  WWaayyss((防防水水方方式式))
Available waterproof ways:

Waterproof Ways IP Rating Details
防水方式 防水等级 细节说明

IP54
PU or Silicone glue on the surface of the led strips.

表面滴PU或者硅胶

IP65
Heat Shrink tube or Silicone tube for led strips.

热缩套管或者硅胶套管防水

IP67
Hollow integrated silicone glue.

挤出型硅胶防水, 中空

IP68

Solid Integrated Silicone glue, or silicone glue 
with silicone tube

挤出型一体化硅胶防水, 实心；或者灌胶(硅胶套管里加
硅胶)

IInnssttaallllaattiioonn  WWaayyss((安安装装方方式式))

* The max running length is 10 meters, better with heat sink to help heat dissipation.
最大安装长度10米, 最好有二次散热.

* Usually most of the power supply has a efficiency between 80%-95%, so when 
choosiing the power supply, the total watts of the strips should be smaller than 80% 
of the rate power of the LED Strip Lights.
通常大部分电源的输出效率大概在80%-95%, 所以当选择电源时，应注意灯带的输出功率
必须小于电源额定功率的80%.

* Compatible with most of the dimmer in the markets
兼容市面上的大部分调光控制器

AApppplliiccaattiioonnss((应应用用))
* Used in linear lights as lighting source; used for indoor decorations.
作为线条灯条光源，用作室内室外的装饰.

WWaatteerrpprrooooff  WWaayyss((防防水水方方式式))
Available waterproof ways:

Waterproof Ways IP Rating Details
防水方式 防水等级 细节说明

IP54
PU or Silicone glue on the surface of the led strips.

表面滴PU或者硅胶

IP65
Heat Shrink tube or Silicone tube for led strips.

热缩套管或者硅胶套管防水

IP67
Hollow integrated silicone glue.

挤出型硅胶防水, 中空

IP68

Solid Integrated Silicone glue, or silicone glue 
with silicone tube

挤出型一体化硅胶防水, 实心；或者灌胶(硅胶套管里加
硅胶)

IInnssttaallllaattiioonn  WWaayyss((安安装装方方式式))

* The max running length is 10 meters, better with heat sink to help heat dissipation.
最大安装长度10米, 最好有二次散热.

* Usually most of the power supply has a efficiency between 80%-95%, so when 
choosiing the power supply, the total watts of the strips should be smaller than 80% 
of the rate power of the LED Strip Lights.
通常大部分电源的输出效率大概在80%-95%, 所以当选择电源时，应注意灯带的输出功率
必须小于电源额定功率的80%.

* Compatible with most of the dimmer in the markets
兼容市面上的大部分调光控制器

AApppplliiccaattiioonnss((应应用用))
* Used in linear lights as lighting source; used for indoor decorations.
作为线条灯条光源，用作室内室外的装饰.

• The max running length is 10 meters, better with heat sink to help heat dissipation.

• Usually most of the power supply has a efficiency between 80%-95%, so when choosiing the power supply, the total  

 watts of the strips should be smaller than 80% of the rate power of the LED Strip Lights.

• Compatible with most of the dimmer in the markets.
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APPLICATIONS

PACKAGE

• Used in linear lights as lighting source; used for indoor decorations.

1.  5 meters per roll.

2.   Each roll packed with anti-static bags, and label on it.

3.  25 rolls into a small box.

4-5.  2 small boxes into a large carton 510*340*290mm.

6.   Delivery.

PPaacckkaaggee((包包装装))

) 5 meters per roll.

5m一卷.

) Each roll packed with anti-static bags, and label on it.

每一卷放入静电袋中, 静电袋表面贴标签.

)25 rolls into a small box.

25卷放入一个小箱子中.

④-⑤) 2 small boxes into a large carton 510*340*290mm.
2个小箱放入一个大箱.

⑥) Delivery.
发货.
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